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PROPERTIES OF THE STARSCREEN®FABRIC
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TECHNISCHE DATEN TEGCHNICAL CARACTERISTICS

Material | 100% spinndiisengefarbtes Polyester TempotestStar FR Outdoor Composition | Solution dyed PET TempotestStar FR outdoor
Breite (cm) | 325 Width | 128"
Gewebedicke (mm) | 0,52 Thickness | 0,02”
Gewicht (g/m?) | 220 Weight (oz/yd?) | 6,49
i —— | g;[ll:ff: 27 Clsésralillslgasll; ?ch(m (I;(?OB(S)aJnden Belichtung (EN IS0 B04) Ligltastnss | ;/‘? agegfeegersfeslsuczlsecaa;teefllv(ﬁ)%lgﬁgurs of exposition (EN 150 Bo4)
Hochstzugkraft (N) | Kette 1.200 (Dehnung 32,5%) — Schuss 920 (Dehnung 37,5%) Breaking strenght (N) | Warp 1.200 (elong. 32,5%) — Weft 920 (elong. 37,5%)
WeiterreiBkraft (N) | Kette 82 - Schuss 54 Shear strenght (N) | Warp 82 — Weft 54
Schwerentflammbarkeit | B1 (DIN 4102), M1, Classe 1, NFPA 701-2010 test small scale Fire retardant class | Classe 1, B1 (DIN 4102), M1, NFPA 701-2010 test 1 small scale
Ausriistung | Teflon (6l-, wasser- und schmutzabweisend und faulnisverhitend) Finishing | Teflon™ finishing soil and mould resistant, il / water-repellent
Pflege/Reinigung | Mit feuchtem Lappen reinigen Maintenance | Clean with a damp cloth
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TEMPOTEST STARSCREEN® ECO-FRIENDLY
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IN COMPLIANCE WITH REACH REGULATION

TEMPOTEST STARSCREEN?® ist ein neues innovatives Gewebe, dessen exzellente Eigenschaften es
einzigartig in seinem Bereich machen. TEMPOTEST STARSCREEN® ist PVC-frei und besitzt dadurch
eine sehr natlrliche textile Haptik und Optik, die es zum idealen Partner fiir wohnlichen, textilen
Sonnen- und Sichtschutz macht. Seine hohe Dimensionsstabilitit und technischen
Eigenschaften machen das Gewebe zum perfekten Material fiir Objekte aller Art und sehr
interessant fur Architekten.

Dank seines spinndisengefarbten Grundmaterials aus 100% Polyester FR ist TEMPOTEST
STARSCREEN® auflen, sowie innen einsetzbar, ohne dabei seine Farbe zu verlieren. Es verleiht
somit Gebduden und Inneneinrichtung dauerhafte Schonheit und Eleganz. Die angenehme
Transparenz des Gewebes erlaubt eine Filterung der stérenden Sonnenstrahlen ohne dabei das
Licht im Raum zu nehmen oder zu verdunkeln. Diese Eigenschaft fiihrt zu einem reduzierten
Gebrauch vonKlimatisierung und kinstlichem Licht in Gebduden und somit zu einer
bedeutenden Energieeinsparung.

Die angenehme Transparenz des Gewebes aus der Nahe mit gleichzeitigem Sichtschutz aus der
Ferne machen dieses Gewebe zum idealen Einsatzmaterial flr private, geschitzte Raume,
Arbeitsplatze und Wohnraume.

Die spezielle TEFLON®-Ausriistung macht das Gewebe 0l-, wasser- und schmutzabweisend und
faulnisverhiitend und ist somit leicht zu pflegen und zu reinigen. TEMPOTEST STARSCREEN®
besitzt die offiziellen Nichtbrennbarkeitszertifizierungen B1 (DIN 4102 - Deutschland), Classe 1 (UNI 9177
- Italien) und M1 (NFP 92-503-504-505 - Frankreich). Wie die gesamte Familie der TEMPOTESTSTAR®
Produkte ist TEMPOTEST STARSCREEN® recyclebar, REACH konform und formaldehydfrei sowie
100% made in Italy.

TEMPOTEST STARSCREEN® is an innovative fabric, unique in its type because of its technical
qualities. Since it is not PVC coated, it has a nice textile hand, that together with its dimensional stability,
makes it perfect in appearance and particularly suitable for the furnishing and architectural world.
Thanks to its solution dyed PET fibre, TEMPOTEST STARSCREEN® can be used both indoor and
outdoor, without losing its original colour, helping to preserve the beauty of the building envelope
as well as the interiors. The carefully calculated transparency removes solar glare, without
restricting light to the environment. This leads to a significant reduction in the use of air
conditioning and artificial light, and therefore important to energy conservation.

Ensuring transparency from inside whilst shading the view to people from outside, this fabric
is suitable for projects where privacy in confidential places like offices and houses is a requirement.

The Teflon treatment makes TEMPOTEST STARSCREEN® repellent to water, stain and dirt, so is
easy to maintain and clean.

TEMPOTEST STARSCREEN® is classified flame retardant in Class 1 according to Italian law,
MT1 according to French regulation, and B1 according to German norms.

Like the complete range of TEMPOTESTSTAR products, STARSCREEN® is also recyclable,
in accordance with REACH regulation and is formaldehyde free.

Tempotest is 100% made in Italy.
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